
VRLA Rechargeable Battery
TPG12-75

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 80Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx 24.20kg(53.35Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 5mΩ
Max Discharge Current  (5s)          900A (5s) Cycle use :   Max charge current：24A

Battery Life : Stand by :5~7years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F14)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

259±1 168±1 208±1 230±1

10.20±0.04 6.61±0.04 8.19±0.04 9.06±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 304.0 150.0 89.0 47.7 29.2 21.9 14.5 9.51 7.89 4.12 
1.67V 281.0 141.0 86.0 46.3 28.2 21.7 14.4 9.40 7.81 4.10 
1.70V 272.0 124.0 84.5 45.8 27.5 20.0 14.3 9.40 7.65 4.08 
1.75V 245.0 109.0 79.4 44.3 26.5 19.6 14.1 9.17 7.58 4.04 
1.80V 214.0 104.0 73.2 43.4 25.6 19.4 13.8 9.05 7.50 3.90 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 3354.0 1740.0 991.0 554.0 326.0 233.0 159.0 110.0 93.00 49.30
1.67V 3221.0 1700.0 961.0 543.0 320.0 230.0 157.0 108.0 92.40 49.40
1.70V 3128.0 1645.0 928.0 527.0 316.0 226.0 156.0 106.8 90.60 48.90
1.75V 2900.0 1438.0 892.0 512.0 308.0 221.0 150.6 105.6 89.40 91.90
1.80V 2500.0 1345.4 833.0 485.0 300.0 215.0 147.6 103.8 88.80 91.90

Unit: mm
Unit: inch

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Container Material

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical applications under
extreme environments. By using strong grids, high purity lead and Gel electrolyte. the
HGEL series offers excellent recovery after deep discharge under frequent cyclic
discharge use. Cycle life more than 600 times with 60% DOD. Suitable for solar,
CATV, marine , and deep discharge UPS. RV LCB batteries are rechargeable Seal
Lead  highly efficient, leak proof and maintenance free.

DIMENTIONS
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FICHE TECHNIQUE 	 FICHE TECHNIQUE 	 TPG12-90

3 avenue Gutenberg • 77600 Bussy-st-Georges
  Tél. 01 71 58 26 10 •  Fax. 01 71 58 26 15
commande@proxitech.com  • www.proxitech.com

Référence TPG12-90
Gamme Semi-traction
Technologie VRLA GEL

INFORMATIONS TECHNIQUES

Volts 12V Type de bac PP (polypropylène)

Capacité pour 20h 95Ah Capacité 85.0 Ah / 4.25 A 
(20hr, 1.80V/cellule, 25°c)
78.0 Ah / 7.80 A 
(10hr, 1.80V/cellule, 25°c)
68.0 Ah / 13.60 A 
(5hr, 1.75V/cellule, 25°c)
59.1 Ah / 19.70 A 
(3hr, 1.75V/cellule, 25°c)
46.8 Ah / 46.80 A 
(1hr, 1.60V/cellule, 25°c)

Type de couvercle SMF sans entretien

Puissance 850A (EN)

Dimensions  
(L x l x h)

305x 168 x 208 (mm)

Fabrication Européenne (U.E.) Borne positive Gauche

Transport Maritime : UN2794 Poids 28kg

Classification Classe 8 Réglementation Routier : Normal

INDUSTRY
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VRLA Rechargeable Battery
TPG12-100

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 100Ah @ 20hour rate F.V(1.75/Cell)   Discharge -20°C (-4°F ) to 50°C  (122°F )
Weight Approx 31.50kg(69.44Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) <5mΩ
Max Discharge Current  (5s)          1000A (5s) Cycle use :   Max charge current：33A

Battery Life : Up to 10 years   Charge voltage: 14.4V to 15.0V

Terminal Type IT(F8)/NB(F16) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

330±1 174±1 217±1 238±1

12.99±0.04 6.85±0.04 8.54±0.04 9.37±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 375.00 198.00 115.80 64.90 38.50 27.20 18.10 12.70 10.50 5.45
1.67V 346.00 185.60 103.00 61.50 36.40 26.10 17.80 12.60 10.30 5.40
1.70V 336.00 174.40 101.00 60.60 35.60 25.70 17.60 12.40 10.20 5.34
1.75V 305.00 162.00 92.10 56.50 32.50 24.80 17.20 12.20 10.10 5.29
1.80V 267.00 150.00 83.70 50.80 29.30 23.70 16.70 12.00 10.00 5.20

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 3894.00 2170.0 1236.0 758.0 463.00 331.00 215.40 148.80 131.00 69.10
1.67V 3503.00 2075.0 1167.0 738.0 447.00 318.00 211.80 147.60 127.00 67.70
1.70V 3284.40 2027.0 1161.6 731.0 441.00 313.00 208.80 145.80 125.00 66.00
1.75V 3292.00 1919.0 1095.0 714.0 432.00 311.00 205.80 144.00 120.00 62.70
1.80V 3071.00 1807.0 1041.0 696.0 417.00 298.00 201.60 142.20 113.50 64.30

Unit: inch

Container Material

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Constant power discharge characteristics Unit:W(25°C77°F )

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical applications under
extreme environments. By using strong grids, high purity lead and Gel electrolyte. the
HGEL series offers excellent recovery after deep discharge under frequent cyclic
discharge use. Cycle life more than 600 times with 60% DOD. Suitable for solar, CATV,
marine , and deep discharge UPS. RV LCB batteries are rechargeable Seal Lead  highly
efficient, leak proof and maintenance free.

DIMENTIONS
Unit: mm
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VRLA Rechargeable Battery
TPG12-135

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0℃(32℉) to 40℃ (104℉)
Nominal Capacity (Ah) 135Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15℃(5℉) to 50℃ (122℉)
Weight Approx 45.5kg   Storage  -15℃(5℉) to 40℃ (104℉)
Internal Resistance (1KHz) 5mΩ
Max Discharge Current  (5s)          1200A (5s) Cycle use :   Max charge current：37.5A

Battery Life : Stand by :up to10 years   Charge voltage: 14.2V to 14.80V

Terminal Type IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height
340±1 173±1 281±1 284±1

3.38±0.04 6.81±0.04 11.06±0.04 11.18±0.04

Constant current discharge characteristics Unit:A(25℃77℉)
F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 424.1 267.0 153.9 92.6 52.06 36.86 26.03 16.51 13.50 7.09 
1.67V 410.4 259.4 153.0 90.3 51.59 36.58 25.84 16.42 13.43 7.05 
1.70V 403.1 255.6 149.2 88.9 51.30 36.39 25.65 16.23 13.38 7.02 
1.75V 390.3 248.0 145.4 86.2 50.83 36.01 25.37 16.05 13.34 7.00 
1.80V 378.5 243.2 142.5 84.5 50.26 35.63 25.18 15.78 13.30 6.98 

Constant power discharge characteristics Unit:W(25℃77℉)
F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 4529.0 2945.0 1678.1 1056.4 603.3 369.5 295.49 208.05 172.90 91.11
1.67V 4433.2 2867.1 1660.6 1029.8 597.6 367.4 292.75 208.05 171.95 90.82
1.70V 4351.2 2766.4 1638.0 1013.7 593.8 364.8 290.93 206.15 171.00 90.35
1.75V 4213.4 2610.6 1601.5 982.3 588.1 361.5 288.19 206.15 171.00 90.06
1.80V 4090.3 2372.2 1542.4 963.3 582.4 354.4 285.46 205.20 170.05 89.78

DIMENTIONS

YOUR BEST POWER SOURCE SOLUTIONS

Container Material

Ambient temperature

Max charge Current

Unit: mm
Unit: inch

GELseries is  is specially designed for efficient discharges in cyclical applications under extreme
environments. By using strong grids, high purity lead and Gel electrolyte. the HGEL series offers
excellent recovery after deep discharge under frequent cyclic discharge use. Cycle life more than 600
times with 60% DOD. Suitable for solar, CATV, marine , and deep discharge UPS. RV LCB batteries
are rechargeable Seal Lead  highly efficient, leak proof and maintenance free.
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