
Nominal Voltage

Approx Weight

Max. Discharge Current
Internal Resistance

Operating Temp.Range

Nominal Operating Temp. Range

Self Discharge

Terminal

Container Material

12V 

 LPCG series batteries may be stored for up to 9 months
0 0at 25 C(77 F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.  

Specification

Cycle Use

Standby Use

Initial Charging Current less than 12A.Voltage 
0 0 014.4V~15.0V at 25 C(77 F)Temp. Coefficient -30mV/ C

No limit on Initial Charging Current Voltage 
0 0 013.5V~13.8V at 25 C(77 F)Temp. Coefficient -20mV/ C

Capacity affected by 
Temperature

103%
100%
86%

Nominal Capacity(20HR) 60.0AH 

Dimension

Length
Width
Container Height
Total Height (with Terminal)

Rated Capacity

ABS

F8

600A (5s)
Approx 8.2m

0 025 3 C (77 5 F )

Approx  19.0 kg (41.9lbs)

LPCG SERIES- Deep cycle  GEL 
LPCG12-60S (12V60AH) 

60.0 AH/3.00A
55.4 AH/5.54A
48.55 AH/9.71A
42.9 AH/14.3A
35.6 AH/35.6A

o o 40 C    (104 F)
o o 25 C    (  77 F)

o o 0 C      (  32 F)

Applications
0 0(20hr ,1.80V/cell,25 C/77 F)
0 0(10hr,1.80V/cell,25 C/77 F)
0 0(5hr,1.75V/cell,25 C/77 F)
0 0(3hr,1.75V/cell,25 C/77 F)
0 0(1hr,1.60V/cell,25 C/77 F)

0 0Discharge : -20 55 C (-4 131 F)
00Charge      :    0 40 C (32 104 F )

0 0Storage     : -20 50 C (-4 122 F)

260 3mm (10.2 inches)
174 2mm (6.85 inches) 
 173 2mm (6.81 inches)
179 2mm (7.05 inches)

1.85V/cell
1.80V/cell
1.75V/cell
1.70V/cell
1.67V/cell
1.60V/cell

0 0Constant Current Discharge (Amperes) at 25 C (77 F )
F.V/Time 10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h20min

67.8 58.7 52.8 42.0 32.0 26.7 16.8 12.6 10.3 8.86 7.68 6.20 5.26 2.93

81.5 67.9 60.1 46.8 35.9 29.7 18.2 13.6 11.1 9.41 8.15 6.54 5.54 3.00

94.5 77.3 66.8 51.0 38.3 31.4 19.1 14.3 11.5 9.71 8.41 6.70 5.62 3.04

105.0 84.1 71.6 54.0 40.0 32.8 20.0 14.7 11.8 9.98 8.64 6.85 5.71 3.09

112.4 88.4 74.7 56.1 41.6 34.0 20.6 15.2 12.1 10.2 8.81 6.95 5.80 3.13

122.5 94.6 79.9 59.4 43.9 35.6 21.3 15.7 12.5 10.5 9.01 7.05 5.89 3.16

0 0Constant Power Discharge (Watts/cell) at 25 C (77 F )
F.V/Time
1.85V/cell
1.80V/cell
1.75V/cell
1.70V/cell
1.67V/cell
1.60V/cell

10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h20min
127.4 111.2 100.8 80.8 61.9 51.9 32.7 24.7 20.3 17.4 15.2 12.3 10.5 5.85

150.8 126.6 113.1 89.1 69.0 57.4 35.3 26.5 21.6 18.5 16.1 13.0 11.0 5.99

172.3 142.4 124.5 96.3 73.1 60.5 36.9 27.7 22.5 19.0 16.5 13.2 11.1 6.07

188.6 153.5 132.5 101.4 76.1 62.9 38.6 28.6 23.0 19.5 17.0 13.5 11.3 6.16

199.6 159.5 137.0 104.6 78.6 64.8 39.5 29.3 23.5 19.9 17.3 13.7 11.5 6.22

213.7 168.2 145.1 109.7 82.4 67.5 40.7 30.1 24.1 20.4 17.6 13.9 11.6 6.27

 Railway and marine systems
Electric tools
Vehicle in place of  walking
Lawn mowers
Golf trolleys and golf cart
Electric toys
Portable power
Wheelchairs
Medical equipments

Ω
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Dimensions 

F8 Terminal
Unit: mm [inches]

M6 [0.236]
16 [0.63]
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No supplementary charge required

(Carry out supplementary charge before use if 100% capacity is required.)

Supplementary charge required before use.Optional charging way as below:

1.Charged for above 3 days at limted current 0.25CA and constant volatge 2.25V/cell.

2.Charged for above 20hours at limted current 0.25CA and constant volatge 2.45V/cell.

3.Charged for 8~10hours at limted current 0.05CA .

Supplementary charge may often fail to recover the capacity.

The battery should never be  left standing till this is reached.

A
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C

Self Discharge Characteristics

Cycle Life in Relation to Depth of Discharge
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VRLA Rechargeable Battery
TPG12-28

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 30Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx. 10.25kg(22.59Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 8mΩ
Max Discharge Current  (5s)          390A (5s) Cycle use :   Max charge current：9A

Battery Life : Stand by : 5~7 years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F3)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

166±1 175±1 125±1 125±1
6.54±0.04 6.89±0.04 4.92±0.04 4.92±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 140.0 63.0 35.1 20.0 11.4 8.36 5.16 3.76 3.30 1.73 
1.67V 136.0 61.0 34.6 19.4 11.3 8.10 5.05 3.75 3.27 1.72 
1.70V 128.0 58.0 34.3 19.1 11.2 8.01 4.93 3.72 3.24 1.61 
1.75V 120.0 54.1 32.9 18.6 11.0 7.80 4.80 3.67 3.15 1.47 
1.80V 103.0 49.0 31.3 17.7 10.8 7.30 4.72 3.60 2.95 1.43 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 1415 712.0 389.8 234.0 141.0 102.0 70.0 42.6 40.0 17.2
1.67V 1362 691.0 383.2 225.0 134.0 98.0 68.0 42.2 39.8 17.1
1.70V 1330 680.0 376.3 221.0 132.8 96.5 67.3 41.8 39.4 17.0
1.75V 1260 650.0 366.4 210.0 131.7 93.2 65.2 41.7 38.1 16.8
1.80V 1140 599.0 356.2 200.0 129.8 88.1 61.1 41.3 35.2 16.5

GELseries is  is specially designed for efficient discharges in cyclical applications
under extreme environments. By using strong grids, high purity lead and Gel
electrolyte. the HGEL series offers excellent recovery after deep discharge under
frequent cyclic discharge use. Cycle life more than 600 times with 60% DOD. Suitable
for solar, CATV, marine , and deep discharge UPS. RV LCB batteries are
rechargeable Seal Lead  highly efficient, leak proof and maintenance free.

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Container Material

Ambient temperature

Max charge Current

DIMENTIONS
Unit: mm
Unit: inch

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com
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VRLA Rechargeable Battery
TPG12-35

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 35Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx 10.90 kg(24.03Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 8mΩ
Max Discharge Current  (5s)          525A (5s) Cycle use :   Max charge current：10.5A

Battery Life : Stand by :5~7 years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F4)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

197±1 130±1 159±1 170±1
7.75±0.04 5.11±0.04 6.25±0.04 6.69±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 141.0 69.0 37.5 21.4 12.8 9.27 6.07 3.85 3.51 1.82 
1.67V 135.0 66.9 36.8 20.8 12.4 9.06 5.93 3.84 3.47 1.78 
1.70V 131.0 66.1 36.4 20.6 12.3 8.99 5.88 3.81 3.44 1.77 
1.75V 122.0 63.4 35.1 19.9 11.9 8.73 5.75 3.78 3.41 1.75 
1.80V 109.0 58.6 33.5 19.0 11.4 8.37 5.59 3.75 3.32 1.68 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 1397.4 751.0 414.0 258.0 158.0 107.0 73.2 51.20 42.40 22.40
1.67V 1300.8 728.0 388.0 254.0 151.0 105.0 71.8 50.10 42.20 22.30
1.70V 1200.0 713.0 378.0 249.0 150.0 104.0 71.2 49.50 42.00 22.20
1.75V 1099.8 690.0 347.0 241.0 147.0 102.0 69.6 49.20 41.90 22.10
1.80V 984.0 677.0 297.0 237.0 143.0 97.8 67.1 48.90 41.80 22.10

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Container Material

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical
applications under extreme environments. By using strong grids, high purity
lead and Gel electrolyte. the HGEL series offers excellent recovery after deep
discharge under frequent cyclic discharge use. Cycle life more than 600 times
with 60% DOD. Suitable for solar, CATV, marine , and deep discharge UPS.
RV LCB batteries are rechargeable Seal Lead  highly efficient, leak proof and
maintenance free.

DIMENTIONS
Unit: mm
Unit: inch

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com
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VRLA Rechargeable Battery
TPG12-50

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 50Ah@ 20hour rate F.V(1.75/cell)  Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx15.30kg(33.72Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 6mΩ
Max Discharge Current  (5s)          500A Cycle use :   Max charge current：15A

Battery Life : Stand by : 8~10 years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F4)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

197±1 165±1 170±1 170±1
7.75±0.04 6.49±0.04 6.69±0.04 6.69±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 203.8 88.5 53.5 30.0 17.5 12.08 8.69 5.36 4.90 2.61 
1.67V 196.2 87.4 52.3 29.7 17.3 12.03 8.56 5.34 4.86 2.57 
1.70V 189.5 85.7 51.8 29.4 17.2 11.94 8.50 5.31 4.83 2.55 
1.75V 176.2 83.4 50.3 28.8 17.1 11.90 8.33 5.28 4.81 2.50 
1.80V 158.1 80.5 48.3 28.0 16.8 11.57 8.09 5.26 4.75 2.44 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 2054.2 998.1 596.2 349.5 204.8 148.0 105.0 74.51 57.00 31.20
1.67V 1960.8 968.6 580.0 342.9 201.9 144.0 103.0 73.95 56.50 30.00
1.70V 1867.4 953.3 560.2 332.4 197.1 142.0 102.0 72.83 56.20 29.71
1.75V 1699.3 905.7 541.5 328.6 190.5 137.0 100.0 72.27 55.00 29.52
1.80V 1559.3 840.3 527.5 321.4 182.9 131.0 98.1 71.15 53.50 28.86

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C 77°F)

Container Material

Ambient temperature

Max charge Current

GEL series is  is specially designed for efficient discharges in cyclical
applications under extreme environments. By using strong grids, high purity
lead and Gel electrolyte. the GEL series offers excellent recovery after deep
discharge under frequent cyclic discharge use. Cycle life more than 600 times
with 60% DOD. Suitable for solar, CATV, marine , and deep discharge UPS.
RV LCB batteries are rechargeable Seal Lead  highly efficient, leak proof and
maintenance free.

DIMENTIONS
Unit: mm
Unit: inch

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.comProxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com
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VRLA Rechargeable Battery
TPG12-55

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 80Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx 24.20kg(53.35Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 5mΩ
Max Discharge Current  (5s)          900A (5s) Cycle use :   Max charge current：24A

Battery Life : Stand by :5~7years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F14)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

259±1 168±1 208±1 230±1

10.20±0.04 6.61±0.04 8.19±0.04 9.06±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 304.0 150.0 89.0 47.7 29.2 21.9 14.5 9.51 7.89 4.12 
1.67V 281.0 141.0 86.0 46.3 28.2 21.7 14.4 9.40 7.81 4.10 
1.70V 272.0 124.0 84.5 45.8 27.5 20.0 14.3 9.40 7.65 4.08 
1.75V 245.0 109.0 79.4 44.3 26.5 19.6 14.1 9.17 7.58 4.04 
1.80V 214.0 104.0 73.2 43.4 25.6 19.4 13.8 9.05 7.50 3.90 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 3354.0 1740.0 991.0 554.0 326.0 233.0 159.0 110.0 93.00 49.30
1.67V 3221.0 1700.0 961.0 543.0 320.0 230.0 157.0 108.0 92.40 49.40
1.70V 3128.0 1645.0 928.0 527.0 316.0 226.0 156.0 106.8 90.60 48.90
1.75V 2900.0 1438.0 892.0 512.0 308.0 221.0 150.6 105.6 89.40 91.90
1.80V 2500.0 1345.4 833.0 485.0 300.0 215.0 147.6 103.8 88.80 91.90

Unit: mm
Unit: inch

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Container Material

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical applications under
extreme environments. By using strong grids, high purity lead and Gel electrolyte. the
HGEL series offers excellent recovery after deep discharge under frequent cyclic
discharge use. Cycle life more than 600 times with 60% DOD. Suitable for solar,
CATV, marine , and deep discharge UPS. RV LCB batteries are rechargeable Seal
Lead  highly efficient, leak proof and maintenance free.

DIMENTIONS

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.comProxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.comProxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com
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VRLA Rechargeable Battery
TPG12-75

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 80Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15°C (5°F ) to 50°C  (122°F )
Weight Approx 24.20kg(53.35Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) 5mΩ
Max Discharge Current  (5s)          900A (5s) Cycle use :   Max charge current：24A

Battery Life : Stand by :5~7years   Charge voltage: 14.4V to 15.0V

Terminal Type NB(F14)/IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

259±1 168±1 208±1 230±1

10.20±0.04 6.61±0.04 8.19±0.04 9.06±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 304.0 150.0 89.0 47.7 29.2 21.9 14.5 9.51 7.89 4.12 
1.67V 281.0 141.0 86.0 46.3 28.2 21.7 14.4 9.40 7.81 4.10 
1.70V 272.0 124.0 84.5 45.8 27.5 20.0 14.3 9.40 7.65 4.08 
1.75V 245.0 109.0 79.4 44.3 26.5 19.6 14.1 9.17 7.58 4.04 
1.80V 214.0 104.0 73.2 43.4 25.6 19.4 13.8 9.05 7.50 3.90 

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 3354.0 1740.0 991.0 554.0 326.0 233.0 159.0 110.0 93.00 49.30
1.67V 3221.0 1700.0 961.0 543.0 320.0 230.0 157.0 108.0 92.40 49.40
1.70V 3128.0 1645.0 928.0 527.0 316.0 226.0 156.0 106.8 90.60 48.90
1.75V 2900.0 1438.0 892.0 512.0 308.0 221.0 150.6 105.6 89.40 91.90
1.80V 2500.0 1345.4 833.0 485.0 300.0 215.0 147.6 103.8 88.80 91.90

Unit: mm
Unit: inch

Constant power discharge characteristics Unit:W(25°C77°F )

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Container Material

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical applications under
extreme environments. By using strong grids, high purity lead and Gel electrolyte. the
HGEL series offers excellent recovery after deep discharge under frequent cyclic
discharge use. Cycle life more than 600 times with 60% DOD. Suitable for solar,
CATV, marine , and deep discharge UPS. RV LCB batteries are rechargeable Seal
Lead  highly efficient, leak proof and maintenance free.

DIMENTIONS

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com
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FICHE TECHNIQUE  FICHE TECHNIQUE  TPG12-90

3 avenue Gutenberg • 77600 Bussy-st-Georges
  Tél. 01 71 58 26 10 •  Fax. 01 71 58 26 15
commande@proxitech.com  • www.proxitech.com

Référence TPG12-90
Gamme Stationnaire 
Technologie VRLA GEL

INFORMATIONS TECHNIQUES

Volts 12V Type de bac PP (polypropylène)

Capacité pour 20h 95Ah Capacité 85.0 Ah / 4.25 A 
(20hr, 1.80V/cellule, 25°c)
78.0 Ah / 7.80 A 
(10hr, 1.80V/cellule, 25°c)
68.0 Ah / 13.60 A 
(5hr, 1.75V/cellule, 25°c)
59.1 Ah / 19.70 A 
(3hr, 1.75V/cellule, 25°c)
46.8 Ah / 46.80 A 
(1hr, 1.60V/cellule, 25°c)

Type de couvercle SMF sans entretien

Puissance 850A (EN)

Dimensions  
(L x l x h)

305x 168 x 208 (mm)

Fabrication Européenne (U.E.) Borne positive Gauche

Transport Maritime : UN2794 Poids 28kg

Classification Classe 8 Réglementation Routier : Normal

INDUSTRY
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VRLA Rechargeable Battery
TPG12-100

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0°C (32°F ) to 40°C  (104°F )
Nominal Capacity (Ah) 100Ah @ 20hour rate F.V(1.75/Cell)   Discharge -20°C (-4°F ) to 50°C  (122°F )
Weight Approx 31.50kg(69.44Lbs.)   Storage  -15°C (5°F ) to 40°C  (104°F )
Internal Resistance (1KHz) <5mΩ
Max Discharge Current  (5s)          1000A (5s) Cycle use :   Max charge current：33A

Battery Life : Up to 10 years   Charge voltage: 14.4V to 15.0V

Terminal Type IT(F8)/NB(F16) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height

330±1 174±1 217±1 238±1

12.99±0.04 6.85±0.04 8.54±0.04 9.37±0.04

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 375.00 198.00 115.80 64.90 38.50 27.20 18.10 12.70 10.50 5.45
1.67V 346.00 185.60 103.00 61.50 36.40 26.10 17.80 12.60 10.30 5.40
1.70V 336.00 174.40 101.00 60.60 35.60 25.70 17.60 12.40 10.20 5.34
1.75V 305.00 162.00 92.10 56.50 32.50 24.80 17.20 12.20 10.10 5.29
1.80V 267.00 150.00 83.70 50.80 29.30 23.70 16.70 12.00 10.00 5.20

F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 3894.00 2170.0 1236.0 758.0 463.00 331.00 215.40 148.80 131.00 69.10
1.67V 3503.00 2075.0 1167.0 738.0 447.00 318.00 211.80 147.60 127.00 67.70
1.70V 3284.40 2027.0 1161.6 731.0 441.00 313.00 208.80 145.80 125.00 66.00
1.75V 3292.00 1919.0 1095.0 714.0 432.00 311.00 205.80 144.00 120.00 62.70
1.80V 3071.00 1807.0 1041.0 696.0 417.00 298.00 201.60 142.20 113.50 64.30

Unit: inch

Container Material

Y OUR  B E S T  P OW E R  S OUR C E  S OLUT IONS

Constant current discharge characteristics Unit:A(25°C77°F )

Constant power discharge characteristics Unit:W(25°C77°F )

Ambient temperature

Max charge Current

GELseries is  is specially designed for efficient discharges in cyclical applications under
extreme environments. By using strong grids, high purity lead and Gel electrolyte. the
HGEL series offers excellent recovery after deep discharge under frequent cyclic
discharge use. Cycle life more than 600 times with 60% DOD. Suitable for solar, CATV,
marine , and deep discharge UPS. RV LCB batteries are rechargeable Seal Lead  highly
efficient, leak proof and maintenance free.

DIMENTIONS
Unit: mm
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VRLA Rechargeable Battery
TPG12-135

FEATURES

SPECIFICATIOIN
Cell per unit 6
Nominal Voltage (V)        12   Charge  0℃(32℉) to 40℃ (104℉)
Nominal Capacity (Ah) 135Ah @ 20hour rate F.V(1.75/Cell)   Discharge -15℃(5℉) to 50℃ (122℉)
Weight Approx 45.5kg   Storage  -15℃(5℉) to 40℃ (104℉)
Internal Resistance (1KHz) 5mΩ
Max Discharge Current  (5s)          1200A (5s) Cycle use :   Max charge current：37.5A

Battery Life : Stand by :up to10 years   Charge voltage: 14.2V to 14.80V

Terminal Type IT(F8) Stand by :   Charge voltage: 13.5V to 13.8V

ABS(Option：94-HB & 94V-0 flame retardant case)

Length Width  Height Total Height
340±1 173±1 281±1 284±1

3.38±0.04 6.81±0.04 11.06±0.04 11.18±0.04

Constant current discharge characteristics Unit:A(25℃77℉)
F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 424.1 267.0 153.9 92.6 52.06 36.86 26.03 16.51 13.50 7.09 
1.67V 410.4 259.4 153.0 90.3 51.59 36.58 25.84 16.42 13.43 7.05 
1.70V 403.1 255.6 149.2 88.9 51.30 36.39 25.65 16.23 13.38 7.02 
1.75V 390.3 248.0 145.4 86.2 50.83 36.01 25.37 16.05 13.34 7.00 
1.80V 378.5 243.2 142.5 84.5 50.26 35.63 25.18 15.78 13.30 6.98 

Constant power discharge characteristics Unit:W(25℃77℉)
F.V/Time 5MIN 15MIN 30MIN 60MIN 2HR 3HR 5HR 8HR 10HR 20HR
1.60V 4529.0 2945.0 1678.1 1056.4 603.3 369.5 295.49 208.05 172.90 91.11
1.67V 4433.2 2867.1 1660.6 1029.8 597.6 367.4 292.75 208.05 171.95 90.82
1.70V 4351.2 2766.4 1638.0 1013.7 593.8 364.8 290.93 206.15 171.00 90.35
1.75V 4213.4 2610.6 1601.5 982.3 588.1 361.5 288.19 206.15 171.00 90.06
1.80V 4090.3 2372.2 1542.4 963.3 582.4 354.4 285.46 205.20 170.05 89.78

DIMENTIONS

YOUR BEST POWER SOURCE SOLUTIONS

Container Material

Ambient temperature

Max charge Current

Unit: mm
Unit: inch

GELseries is  is specially designed for efficient discharges in cyclical applications under extreme
environments. By using strong grids, high purity lead and Gel electrolyte. the HGEL series offers
excellent recovery after deep discharge under frequent cyclic discharge use. Cycle life more than 600
times with 60% DOD. Suitable for solar, CATV, marine , and deep discharge UPS. RV LCB batteries
are rechargeable Seal Lead  highly efficient, leak proof and maintenance free.

IEC 60896-
21/22

Proxitech SAS - 3 Avenue Gutenberg - 77600 Bussy-Saint-Georges - FRANCE - Tél. 01 71 58 26 10  - Fax. 01 71 58 26 15 - contact@proxitech.com - www.proxitech.com

INDUSTRY


	LPCG12-60S
	TPG12-28
	TPG12-35
	TPG12-50
	TPG12-55
	TPG12-75
	TPG12-90-T
	TPG12-100
	TPG12-135

